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(54) Title: EXTERNAL MODEM 

(54) Bezeichnung: EXTERNES MODEM 
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(57) Abstract: The invention relates to an external modem (M) that can be used in a simple manner and is provided with components 
which form a standard modem (SM) for connecting to a data network (DN) which is specialised in transmitting data. Said modem 
is also provided with components that form a powerline communication modem (PLC-M) for connecting to an energy supply net- 
work (EN) which is specialised in supplying electric appliances with electric energy. The modem (M) requires less cables for the 
connection thereof because the lines of the energy supply network (EN) are used therefor. 

[Fortsetzung auf der ndchsten Seite] 



WO 01/63787 



PCT/DE01/00682 



6 

Patentansprliche 

1. Externes Modem zur elektronischen Obermittlung liber ein 
auf Dateniibermittlung spezialisiertes Datennetz und zum 
elektronischen Empfang aus einem auf Dateniibermittlung 
spezialisierten Datennetz von in elektronischer Weise 
dargestellter Daten, dadurch gekennzeichnet, 
dass ein Powerline Communication-Modem (PLC-M) bildende 
Komponenten zur elektronischen Obermittlung liber ein auf 
die elektrische Energieversorgung von elektrischen Gera- 
ten spezialisiertes Energieversorgungsnetz (EN) und zum 
elektronischen Empfang aus einem auf die elektrische 
Energieversorgung von elektrischen Geraten spezialisier- 
ten Energieversorgungsnetz (EN) von in elektronischer 
Weise dargestellter Daten integriert angeordnet sind. 

2. Externes Modem nach Anspruch 1, dadurch gekenn- 
zeichnet, dass ein im Gehause integrierter Netz- 
stecker (ST) vorgesehen ist. 

3. Externes Modem nach einem der Ansprliche 1 oder 2, da- 
durch gekennzeichnet, dass eine im Gehause in- 
tegrierte Steckdose (STD) vorgesehen ist. 



PLC-TF3 

DE 10012 235C2 

Circuit arrangement for transmitting data over power distribution lines in a 
Power distribution network 

Circuit arrangement for transmitting data over power distribution lines in a power 
distribution network by means of devices comprising a Powerline Communication 
Modem and devices for coupling to power distribution lines of the power distribution 
network, 

characterized in that 

the devices for coupling to power distribution lines (EL) of the power distribution 
network (EN) pass the data section of the data transmission via galvanically isolated 
optocouplers (OK1 , OK2). 



